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50 DIN ISO 9243

50 00 210

50 01 225

51 DIN ISO 9243

51 01 210

DIN ISO 9243

Bestell-Nr. 9 EAN- 9 Kopf 9 Griffe �

Länge Code
mm 4003773- g

50 00 130 014423 poliert schwarz atramentiert 125
160 013129 210
180 013136 310
210 013143 400
225 013150 420
250 013167 580
300 015710 880

50 01 130 015789 poliert mit Kunststoff überzogen 140
160 015802 225
180 016021 325
210 016052 415
225 016083 435
250 016267 600
300 016915 900

Bestell-Nr. 9 EAN- 9 Kopf 9 Griffe �

Länge Code
mm 4003773- g

51 01 210 014065 poliert mit Kunststoff überzogen 425

51 Carpenters' Pincer with striking face

� with striking face for 
driving in nails 

� special tool steel, oil-hardened
and tempered 

50 Carpenters' Pincers

Article-No. 9 EAN- 9 Head 9 Handles �

Length Code
mm 4003773- g

50 00 130 014423 polished black atramentized 125
160 013129 210
180 013136 310
210 013143 400
225 013150 420
250 013167 580
300 015710 880

50 01 130 015789 polished plastic coated 140
160 015802 225
180 016021 325
210 016052 415
225 016083 435
250 016267 600
300 016915 900

� for heaviest duty 
� specially favoured by craftsmen

due to precision workmanship 
� extreme wear resistance and

good balance 
� special tool steel, oil-hardened

and tempered

Article-No. 9 EAN- 9 Head 9 Handles �

Length Code
mm 4003773- g

51 01 210 014065 polished plastic coated 425 Multi-functional: driving in and 
pulling nails




